PASSENGER CAR MOTOR OIL
Super S SuperSyn is a 100% full synthetic motor oil engineered with the latest lubricant technology to provide the ultimate in engine protection and performance. Engineered for gasoline engines to provide superior protection against engine wear, formation of sludge and extreme high temperatures which can cause conventional oils to break down. Compatible with all conventional and synthetic oils.

Super S Passenger Car Motor Oils are warranted by the Super S Satisfaction Lubricant Warranty. Our extensive testing assures that all of our products meet or exceed the specifications of manufacturers and governing bodies as well as the rigid standards set forth by Smitty’s Supply, Inc.

For more information please visit www.SmittyInc.net or contact your regional sales manager.

Super S SuperSyn FULL SYNTHETIC MOTOR OIL

Super S SuperSyn is a 100% full synthetic motor oil engineered with the latest lubricant technology to provide the ultimate in engine protection and performance. Engineered for gasoline engines to provide superior protection against engine wear, formation of sludge and extreme high temperatures which can cause conventional oils to break down. Compatible with all conventional and synthetic oils.

0W-40, 5W-20, 5W-40, 10W-30 Meets or exceeds: API SN • ILSAC GF-5 (10W-30 ONLY)
Super S Multi-Flo Motor Oils are formulated to provide the highest levels of performance and protection in passenger car motor oils (PCMO). They meet the latest fuel economy standards while exceeding the car manufacturer’s ILSAC GF-5 standards for wear control, piston deposits, cleanliness, varnish, sludge, oxidation control, emission system and seal compatibility.

Super S Multi-Flo motor oils are synthetic blends in grades 5W-20, 5W-30, 10W-30, 10W-40 and 20W-50. Super S Multi-Flo 5W-20, 5W-30, 10W-30, are API licensed SN-RC, resource conserving, with ILSAC GF-5 certification.

Super S Multi-Flo SN Motor Oils in grades SAE 30 and SAE 40 are formulated with conventional motor oils. They are licensed by API for the SN Service Category.
SUPER S MULTI-FLO HIGH MILEAGE MOTOR OIL

Super S Multi-Flo High Mileage Motor Oil is specially formulated to help extend the life of higher mileage engines. The high mileage additive is strengthened with seal conditioning agents and extra detergents to target problems such as oil leaks, oil consumption and sludge build-up. Multi-Flo High Mileage Motor Oil meets the latest economy standards while exceeding the industry standards for wear control, piston deposits, cleanliness, sludge, oxidation control, emission systems and seal compatibility.

Meets or exceeds: API SN-RC • ILSAC GF-5

SUPER S DEXOS1™ MOTOR OIL

Super S dexos1™ motor oil is approved and licensed by General Motors for warranty service for all 2011 model year and newer GM gasoline engine cars and trucks. Super S dexos1™ supersedes the GM6094M, GM4718M and GM-LL-A-025 specifications for 2010 and older GM vehicles and is now the only motor oil GM recommends for those vehicles. Super S dexos1™ Motor Oil is formulated to meet the latest fuel economy standards while exceeding the dexos1™ specifications for wear control, piston deposits, cleanliness, varnish, sludge, oxidation control, emission system and seal compatibility.

Meets or exceeds: API SN-RC • ILSAC GF-5
SUPER S EURO
SUPERSYN FULL
SYNTHETIC MOTOR OIL

Super S Euro SuperSyn Full Synthetic Motor Oil provides among the highest levels of performance and protection offered in passenger car motor oils (PCMOs) by using superior additive technology and 100% synthetic base oils. They meet or exceed specifications for wear control, piston deposits, cleanliness, varnish, sludge, oxidation control, emission system and seal compatibility.

5W-30 Meets or exceeds:
European classifications: ACEA A3/B4-12, A5/B5-12, BMW Longlife-01, MB P229.3/P229.5, VW 501.01, VW 502.00/505.00 and is suitable for use in Opel GM-LL B-025. It also meets or exceeds American Petroleum Institute (API) SL service classification.

5W-40 Meets or exceeds:
European classifications: ACEA A3/B4-12, BMW Longlife-01, MB P229.5, VW 501.01, VW 502.00/505.00, Porsche A40 and is suitable for use in Opel GM-LL B-025 and Renault 0700, 0710. It also meets or exceeds American Petroleum Institute (API) SN service classification.